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The ACS Tethered Blimp, successfully operated around
the world since the Sydney 2000 Summer Olympics, is a
unique filming platform providing stunning aerial coverage
of live broadcast events. The Blimp, developed in-house,
is silent in operation and is capable of flying up to an altitude
of 1000 ft (300m) with long flying endurance. The Blimp
can be branded by an event or associate sponsor offering
un-paralleled exposure opportunities both to the live audience
and captive broadcast viewers.

The Blimp, when inflated, is 19 metres in length and is able
to carry a broadcast SD or HD Gyro-stabilised camera
mount controlled from the ground, allowing for seamless
integration into the outside broadcast environment. All
aspects of the ACS Tethered Blimp are designed for
convenient and reliable operation, with a small crew of
experienced ACS personnel able to launch the system from
an operating space 20 metres in radius.

In comparison with other aerial filming platforms, the Blimp
is a cost effective and fast to deploy system offering targeted
brand awareness opportunities to sponsors and an unrivaled
aerial view of the action to broadcasters.

The ACS Tethered Blimp
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Specifications for 19m Tethered Aerostat
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Technical Specifications cont’d

19 metres (nominal)
7.5 metres (nominal)
390 cubic metres

300 metres (approx 1000ft)
4 People
1 day approx

Dimensions
Aerostat Length (main hull)
Aerostat Diameter (maximum)
Aerostat Volume
Operations
Operating Altitude
Operational Personnel
Rig time

Site Parameters

20 metres (66 ft) Radius Clear Area
Relatively Flat
No Obstructions 45 Deg up from circle edge


